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CONE OR CHANNELIZING DEVICE
(SEE STD 7-13)

KEEP
WITH

(TYP)
RIGHT

(R&-TA)
24"%30"

|t

1.

RETRORELECTORIZED SIGNS AND

FLASHING BEACON SHALL BE
INSTALLED AT EACH SIGN FOR
NIGHT-TIME USE.

DISTANCES MAY VARY AS APPROVED
BY THE ENGINEER.

FLAGGERS REQUIRED TO CONTROL
TRAFFIC WHENEVER THE CONTRACTOR
MUST INTERRUPT TRAFFIC FLOW

TO ACCESS THE WORK SITE WITH
MATERIALS OR EQUIPMENT.
RETROREFLECTORIZED SIGNS AND
SIGNING SHALL BE AS SHOWN ON

ALL LEGS OF THE INTERSECTION.
UNIFORMED OFF DUTY POLICE

OFFICER TO DIRECT TRAFFIC OR

COUNTERMAND SIGNAL SHALL BE
PROVIDED AT CONTRACTORS EXPENSE.

IF WORK INTERFERES WITH COMMUNITY
TRANSIT BUS STOPS, NOTICE MUST BE

GIVEN TO construction.supervisor@commtrans.org
72 HOURS AHEAD OF WORK COMMENCING

ESCORT PEDESTRIAN AND BIKE
TRAFFIC THROUGH CONSTRUCTION SITE
IF NECCESSARY

TABLE A
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TAPER LENGTH
(FT)
OFFSET WIDTH
10' 12'
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25
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¢ LEFTLANE
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(W20-1)
48

200 240 35
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